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INTRODUCTION

The Sparrow missile, a N.S. Navy item (air-to-air), employs an electrical

power unit (EPU) to supply the required energy for the operation of the missile's

guidance system. An XM29 propellant grain supplies the energy to operate the

EPU. The Sparrow is a single-stage missile, powered by a solid-propellant rocket

motor. It is steered by midbody wings and homes onto radar energy which i, pmit-

ted by the launch aircraft and then reflected back from the target.

During the period from 1979 to early 1980, orders were received at ARRADCOM
from the Navy Ships Parts Control Center, Mechanicsburg, Pennsylvania, for a

total of 804 propellant grains for this missile. Initial work Jnvolved the pro-

duction of pilot lots prior to full production runs. Sample grains from pilot

lots (and later from production lots) were forwarded to the Raytheon Manufactur-
ing Company, Lowell, Massachusetts, for machining and encapsulation. Pilot lot
grains were then shipped to the Naval Ordnance Station (NOS), Indian Head,
Maryland, for ballistic testing.

In June 1979 at a meeting held at NOS, propellant grain problems were
addressed by personnel from ARRADCOM, NOS, and the Navy Pacific Missile Test
Center, Point Mugu, California. Two lots of propellant grains had failed ballis-
tic requirements. The groundwork for corrective action was identified at this
meeting.

A proposal for a renovated program was introduced by AkRADCOM and accel ted
at a second meeting held at the Naval Air System Command, Arlington, Virginia, in
August 1979, attended by ARRADCOM and Naval personnel.

Two pilot lots (12 grains each) and a production lot (master blend consist-
ing of 880 grains) were later successfully manufactured.

DISCUSSION

The two lots that failed ballistics did not comply with the required burn
t ime of 40 seconds minimum of the Raytheon specification when tested at 89*C
(192*F) (ref 1). The lots, AL-20-7 and AL-11-9, were eventually accepted on
waiver. Ballistic test results for these lots are shown in table 1. Propellant

grains from lot AL-20-7 failed to meet the required burn time by 2.17 and 1.27
seconds below the required 40 second minimum, and grains from lot AL-11-9 failed
by 2.55 seconds and 1.50 seconds.

NOS surveillance data (figs. 1 through 4) indicate ageing trends in burning
time. For every 3.3 years, there is a decrease in burn time of 1.2 seconds and
an increase in maximum pressure of 172 kPa (25 psi) at 89*C. At cold tempera-
tures the grains are differently affected: At -37*C (-35*F) the decrease in burn
time for every 3.3 years is 0.18 seconds and the increase in maximum pre-vsure is
117 kPa (17 psi).
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WORK PLAN

The work plan entailed (1) the procurement and complete surveillance of new
raw materials, (2) the preparation of pilot lots with varied amounts of carbon
black in the formula to produce slower burning grains, (3) the implementation of
and adherence to established operating procedures, (4) a review of factors for
correlation between locally produced strand burning rate data and ballistics for
lots under test.

OPERATING PROCEDURES

Handling and Assay of Raw Materials

All of the raw materials used were assayed for compliance with specification
requirements (ref s 1 through 12) (table 2). The fine HMX (class E) is alcohol
washed and dried to a total moisture content of 0.1% maximum. The nitrocellulose
is dehydrated, block-broken, and screened (4 mesh screen). Nitroglycerin is
added to triacetin in a bubbling vessel prior to transfer to a special container.

Specifications

In addition to the description of manufacture (ref 13), an in-house quality
evaluation plan was followed for the pilot lots and the production lot. The
grains were 100% inspected as follows:

1. Grain dimensions:

a. Outside d' ameter - 37.5 ± 0.13 mm (1.475 ± 0.005 in.)

b. Length - 308 ±1.3 -m (12.125 ± 0.050 in.)

c. Straightness -Each accepted grain was passed freely (without
encumbrances) through a Rollorama gage for the entire length of the grain. [The
gage consisted of two parallel metallic surfaces, 37.92 to 37.97 mm (1.493 to
1.495 in.) apart, which were lying on a horizontal plane.] Grains were supported
for the enL..re length during inspection and handling.

2. Radiographic examination: A standard test grain was prepared that
contained two holes 10.79 mm (1/32 in.) in diameter] for comparison with the test
grains during radiographic examination. The test grains were x-rayed at 00 and
900 positions. The grains were inspected to assure that they were free of fis-
sures, were tree of forei~gn material greater than 0.79 mm in any direction, and
did not contain more than five foreign particles regardless of size.

3. Visual examination: Lateral and end surfaces of each grain were
inspected to assure that they were reasonably free of tool marks and that they

2



appeared smooth to the naked eye. Grains were also inspected to assure they did

not show any grease, smears, or oil spots.

Preparation of Pilot Lots

A single pilot lot was prepared first (lot RDD8OKOOOE070 (IB-8950)]. Two
22.7 k9 (50 lb) mixes were used for the lot and the ingredients were mixed in a
0.08 m (20 gal.) mixer. Becauise of #n inoperative brine system, the mixer
jacket was cooled by means of two 0.21 m' (55 gal.) drums fitted with 13 mm (0.5
in.) copper tubing and filled with sodium chloride and ice. This improvised unit
was hooked up to the circulatory lines leading to the mixer. Makeup solutions
were added to the drums as required.

The mix sequence is shown below. When properly mixed and ready for extru-
sion, the colloid mix was sandy and loose (no lumps and not sticky in appear-
ance).

Order of addition of
ingredients to mixer Mixer action Mixing time

Nitrocellulose
Carbon black
N-methyl-p-nitroaniline
Ethyl centralite in alcohol solution Mix 1 hr

Lead stearate Mix 30 min

Sucrose-octa-acetate Mix 10 min

HMX in alcohol solution Agitate 10 min
(1 increment)

Nitroglycerin-triacetin-ether solution Blend 30 min
(via a nitroglycerin distributor) Mix I hr minimum

(longer if required)

Solvents as required to provide a
well-colloided and workable mix

The colloided mix (solvent wet) was then transferred to a 102 mm (4 in.)
Logan press, where it was screened through 12 and 24 mesh screens at pressures
between 4827 and 5516 kPa (700 and 800 psi). The resulting screened material was
placed into a Logan extruder equipped with three dies, 3 mm (0.117 in.) in diame-
ter, and 12 and 24 mesh screens. The screened material was then extruded as
strands (three strands per press) into containers for transfer to the McKiernan-
Terry cutter operation. The strands were cut into 3 m (0.120 in.) long gran-
ules.
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The granules were spread onto trays in preparation for drying. Each mix was
identified as to ingredients and was kept separate. The granules were washed
with water and covered with a cotton-canvas cloth. After remaining at ambient
temperature [about 21°C (70°F)] for 3 days, the granules were forced-air dried
for 3 days at temperatures of 400 to 480 C (104 ° to 118.4*F) to reduce the total
volatiles content to 0.4% maximum.

The mix was then blended in a Sweetie Barrel for 20 minutes. The blended
granules were then screened by hand to achieve optimum granulation and to remove
possible contaminants.

Burning-rate samples were prepared in a 51 mm (2 in.) Logan press. The
extruded strand, with a diameter of 3 mm (0.125 in.) was cut to a length of 181
mm (7.125 in.). A total of 30 strands were used for the burning rate test (ref
14). Strand burning rate data (table 3) were received and plotted on log-log
graph paper (table 4, fig. 5) to determine if the burning rate characteristics of
the propellant were satisfactory. A test was also conducted for heat of explo-
sion (ref 14). Twelve acceptable propellant grains were then manufactured for
ballistic testing (in accordance with the description of manufacture) using the
286 mm (11.25 in.) solventless extrusion press. Prior to the extrusion, the
granules are preconditioned at a temperature of 71*C (160°F). This press
accepted dried and blended granules as press feed (see operating parameters
below). Approximately 15.9 kg (35 lb) of press feed was introduced into the
basket of the press. Then, upon the attainment of proper vacuum of mercury [711
mm (28 in.)], the ram moved forward and became operable.

The extruded strand was cut at the exit end of the die by the flying cutter
to rough lengths of 330 mm (13 in.). This operation was viewed from the control
room via closed circuit television. Cut strands (grains) were identified with
the extrusion number and strand number prior to their transfer to flat-bottomed
tote boxes for subsequent annealing.

The grains were annealed in a dry house for a minimum of 8 hours at 500 C
(122°F). After being cooled at 350 C (95°F), the grains were x-rayed in the 0'
position for compliance with the quality evaluation plan. Acceptable grains were
then conditioned for 24 hours at 180 to 24*C (650 to 750F) prior to lathework at
similar temperatures. Each grain was faced off at both ends to a final length of
308 ± 1.3 mm (12.125 ± 0.050 in.) and was turned to an outside diameter of 37.5 ±
0.13 mm (1.475 ± 0.005 in.). A tungsten carbide-tipped tool bit was used on the
lathe.

Acceptable grains were x-rayed at 00 and 90° positions for compliance with
the quality evaluation plan. Grains were then passed through the Rollorama gage
and visually examined in accordance with the quality evaluation plan.

These samples were forwarded to Raytheon for finishing operations and later
sent to NOS for ballistic test work. Acceptable ballistic results were received
from NOS (table 1).

A second pilot lot [RDD80KOOOE071(IB-8951)] of 12 grains was prepared in the
same manner as the first one and was tested by NOS for ballistics (table 1, fig.
6). Acceptable firing values were received.

4
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Based on ballistic data evaluation, the first pilot lot was chosen for the
production run.

Preparation of Production Lot

The production lot was produced in the same manner as the pilot lots and
subjected to similar testing (ref 13, table 3, figs. 7 through 13). In addition,
a complete chemical assay (representative of a composite sample of a master blend
identified as Lot RDD81FOOOEO94) and a stability assay (ref 14) were conducted
for the lot (tables 5 and 6). For the production lot the exceptions were as
follows:

1. A total of six mixes were used.

2. The mix size was 136.4 kg (300 lb).

3. The mixer size was 0.38 m 3 (100 gal.).

4. The HRX in alcohol solution was added in four increment I1 the mix

was agitated for 10 minutes after each increment.

5. A master blend was prepared constituting the six mixes.

Packing of Production Lot

Grains which complied with the specifications and quality evaluation plan
were packed out as follows: Each grain was wrapped in single-faced corrugated
fiberboard, with tape positioned in the middle and at both ends of the grain.
Fifty grains were placed in a carton in five layers (10 grains per layer). Each
layer was separated by a filler. The carton was then sealed and overwrapped with
barrier material and Kraft paper. The carton was then placed in a wooden packing
box fitted with filler material at the ends, sides, and top. The packing box,
with wooden cover in place, was strapped with two thick steel straps and identi-
fied for shipment.

Shipment of Production Lot

In September 1981 a total of 804 grains were shipped to Raytheon, which
shipment satisfied ARRADCOM's commitment. However, when the production run was
completely finished, 76 more acceptable grains had been manufactured, and these
additional grains were shipped to Raytheon in October 1981. Therefore a grand
total of 880 grains were shipped.
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OPERATING PARAMETERS

In order to strictly control the process and to minimize operating variables
for the pilot lots and the production lot, the following parameters were used in
most instances in the manufacture of the grains:

Mixer size:

Pilot lot - 0.08 m3 (20 gal.)
Production lot - 0.38 m3 (100 gal.)

Mix size:

Pilot lot - 22.7 kg (50 ib)
Production lot - 136.4 kg (300 Ib)

Total mix time: 4 hr

Mix temperature: 80 to 90C (460 to 490F)

Extrusion - solvent (102 am press (4 in. press)]

Die size - 2.97 mm (0.117 in.)
No. of dies - 3
Type of die - AB

McKiernan-Terry cutter

No. of knives - 28
Teeth:

A-gear - 71
B-gear - 180
C-gear - 160
D-gear - 80

Front, center, and back plate hole diameter - 4.1 mm (0.160 in.)
Length of cut - 3 mm (0.120 in.)

Forced-air dry:

Cycle:

Preliminary - 3 days minimum
Final - 3 days minimum
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Temperature:

Preliminary - approx 21*C (700 F)
Final - 450 C (113 0 F)

Extrusion - solventless (286 mm press (11.25 in. press)]

Die size - 39.4 mm (1.550 in.)
No. of dies - I

Propellant, die, and basket temperature - 70* to 72.2 0 C (1580 to 162 0 F)

Ram rate - 12.7 mm (0.5 in.) per minute

Cutter - flying

Length of cut - 330 mm (13.0 in.)

Annealing (dry house)

Cycle - 8 hr
Temperature - 500 C (122 0 F)

COMPARISON OF ARRADCOM AND NOS DATA

An attempt was made to arrive at a correlation factor between ARRADCOM

strand burning rate data and NOS grain firings at equivalent pressures (table

7). Higher burn values were indicated for NOS firings at hot temperatures when

compared to ARRADCOM burn values, and vice versa at cold temperatures. However,

data were limited and therefore no conclusions could be drawn at that time.

CONCLUSIONS

1. Acceptable XM29 propellant grains for the Sparrow missile can be pro-

duced with adoption of the following conditions:

a. Strict surveillance of raw materials, including control of carbon
black content.

b. Strict process controls, especially as related to the temperatures
of the colloid mix and the conditions of extrusion.

c. Use of forced-air drying.

d. Release of production grains based strictly on actual firing results

of pilot lot test samples.

2. Through future work it may be possible for a correlation factor to be

established between the results of the strand burning rate tests and the results

of ballistic testing of the grains.
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3. The establishment of a correlation factor between the results of the
strand burning rate tests and the results of ballistic testing of the grains
would provide economic advantages, because ballistic testing could then be
deleted as part of the acceptance process.

RECOMMENDATIONS

1. X.M29 propellant grains for the Sparrow missile should be released for
use only under the following conditions:

a. Strict surveillance of raw materials, including control of carbon
black content.

b. Strict process controls, especially as related to the temperatures
of the colloid mix and the conditions of extrusion.

c. Use of forced-air drying.

d. Release of production grains based strictly on actual firing results
of pilot lot test samples.

2. A cost feasibility analysis should be conducted, on a lot-to-lot basis,
involving the burning rate data procured from ballistic firings versus strand
burning rates for each lot of propellant grains for the purpose of establishing a
correlation factor. The establishment of a correlation factor could obviate the
need for ballistic testing and could result in huge savings.
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Table 3. ARRADCOM strand burning rate data a,b

Pressure Burning rate

Lot Temp OC psi kPa mm/sec In./s

FIRST PILOT LOT (RDD8OKOOOE070)

IB-8950 99 (2100F) 200 1379 2.77 0.109
(RDD8OKOOOE070) 300 2069 3.00 0.118

400 2758 3.05 0.120
500 3448 3.56 0.140
750 5171 4.09 0.161

-31.7 (-25*F) 200 1379 2.36 0.093

300 2069 2.46 0.097
400 2758 2.54 0.100
500 3448 2.34 0.092
750 5171 2.67 0.105

SECOND PILOT LOT (RDD80KOOOE071)

IB-8951 99 (2100F) 200 1379 2.87 0.113
(RDD80KOOOE071) 300 2069 2.79 0.110

400 2758 3.00 0.118
500 3448 3.40 0.134
750 5171 4.39 0.173

-31.7 (-25-F) 200 1379 2.16 0.085
300 2069 2.44 0.096
400 2758 2.31 0.091
500 3448 2.21 0.087
750 5171 2.77 0.109

a The burning rate strands are inhibited with a bituminous compound (solvent

type, black) that furthers a cigarette-type burning. Each strand is subjected
to individual dip coats of paint, followed by an air-dry cure per dip. Burning
is accomplished in the Crawford bomb. The procedure was conducted in accor-
dance with reference 14, method T803.1.

b The burning rate data are the average of duplicate tests per mix determined at

the noted temperatures and pressures.
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Table 3. (cont)

Pressure Burning rate
Lot Temp ° C p kPa mm/sec In./s

PRODUCTION LOT (SIX INDIVIDUAL MIXES) LB-8952 (RDD81FOOOE094)

IB-8952

(Representative
of lot RDD8OKOOOE070)

Mix 1 99 (210*F) 200 1379 2.54 0.100
300 2069 2.77 0.109
400 2758 2.57 0.1101
500 3448 2.77 0.109
750 5171 3.86 0.152

-31.7 (-25°F) 200 1379 2.18 0.086
300 2069 ' 2.41 0.095
400 2758 2.29 0.090
500 3448 1.91 0.075
750 5171 2.54 0.100

Mix 2 99 (210 0F) 200 1379 2.62 0.103
300 2069 2.67 0.105
400 2758 2.59 0.102
500 3448 2.87 0.113

750 5171 3.84 0.151
-31.7 (-25-F) 200 1379 2.29 0.090

300 2069 2.46 0.097
400 2758 2.39 0.094
500 3448 2.13 0.084
750 5171 2.54 0.100

Mix 3 99 (2100F) 200 1379 2.59 0.102
300 2069 2.72 0.107
400 2758 2.77 0.109

500 3448 2.92 0.115
750 5171 3.81 0.150

-31.7 (-25*F) 200 1379 2.34 0.092
300 2069 2.44 0.096
400 2758 2.57 0.101
500 3448 2.29 0.090
750 5171 2.57 0.101

Mix 4 99 (210 0 F) 200 1379 2.62 0.103
300 2069 2.77 0.109
400 2758 2.79 0.110
500 3448 2.79 0.110
750 5171 3.76 0.148
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Table 3. (cont)

Pressure Burning rate

Lot Temp 
0C kPa 7 1/sec Ins

Mix 4 (cont) -31.7 (-25 0 F) 200 1379 2.21 0.087300 2069 2.34 0.092

400 2758 2.41 0.095

500 3448 2.03 0.080

750 5171 2.57 0.101

Mix 5 99 (210 0F) 200 1379 2.51 0.099
300 2069 2.64 0.104

400 2758 2.97 0.117

500 3448 2.97 0.117

750 5171 3.99 0.157

-31.7 (-250 F) 200 1379 2.24 0.088

300 2069 2.44 0.096

400 2758 2.46 0.097

500 3448 2.21 0.087

750 5171 2.54 0.100

Mix 6 99 (210 0 F) 200 1379 2.64 0.104
300 2069 2.69 0.106

400 2758 2.77 0.109

500 3448 2.90 0.114

750 5171 3.99 0.157

-31.7 (-250 F) 200 1379 2.21 0.087

300 2069 2.36 0.093

400 2758 2.36 0.093

500 3448 2.06 0.081

750 5171 2.49 0.098

RDD81FOOOEO94  99 (210*
F ) 200 1379 2.72 0.107

(master blend, 300 2069 2.77 0.109
composite of mixes 400 2758 2.77 0.109
1 through 6) 500 3448 3.20 0.126

750 5171 3.86 0.152

-31.7 (-250F) 200 1379 2.29 0.090

300 2069 2.44 0.096

400 2758 2.44 0.096

500 3448 2.18 0.086

750 5171 2.54 0.100
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Table 4. Key to figures 5 through 13

The burn time requirements of Raytheon spec 399MRO29PO01 shall be as
follows:

A minimum burn time of 40 seconds per grdin or 3.53 mm/sec (0.139 in./s)
maximum.

The data obtained were determined at pressures of 1379, 2069, 2758, 3448,
and 5171 kPa (200, 300, 400, 500, and 750 psi) at -31.7°C (-25*F) and 990C
(2100F).

The burning rate figures were plotted on log log graph paper where the
burning rate-pressure points are joined by a straight line for each
temperature. A 450 line intersects the point of 1895 kPa (275) psi and 0.1
in./s. This represents a constant P/r comparable to 2750 which is equal to a
ratio used in motor test firings.

The burning rate values are then drawn and established at the points where
the 450 line intersects the -31.7C and 99C isotherms.

kp, %°F, represents the temperature coefficient (a value of 0.14%/ 0 F or less
is desirable for optimum ballistics).

The seconds/grain is derived by dividing the in./s into the finished length
of the billet (5.56 in.).
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Table 5. Chemical assay for production lot IB-8952 (RDD81FOOOE094)

Percent nominal Percent determined

Ingredients in formula by assay Method

Nitrocellulose (12.6%N) 38.0 37.60 AL-P-164-62
Nitroglycerin 16.5 16.31 AL-P-164-62
HMX 25.0 24.44 AL-P-164-62

Sucrose octaacetate 7.8 7.61 AL-P-164-62

Triacetin 7.7 8.77 AL-P-164-62

Ethyl centralite 1.0 1.00 AL-P-110-63
N-methyl-p-nitroaniline 1.0 0.98 AL-P-164A-62
Lead stearate 3.0 3.29 AL-P-164-62

Total 100.00

Carbon black (added)a varies 0.09 MIL-STD-286B,
309.1.2

Total volatiles - 0.15 b  MIL-STD-286B,
103.3.3

Value determined
by assay

Specific gravity at -- 1.593 MIL-STD-286B,
15.6°C/15.60 C 510.1.1

a On a carbon black plus total volatiles-free basis

b Average of values for six mixes: 0.14, 0.14, 0.08, 0.15, 0.18, and 0.21

22
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Table 6. Stability assay for production lot IB-8952 (RDD81FO00EO9
4)

Test Results Method

Vacuum stability at 90
0C (194 0F) (ml, gas) 0.98 MIL-STD-286B

(403.1.2)

Heat test at 120*C (248 0F) MIL-STD-286B
(404.1.2)

Time to explosion (min) 300+
Time to salmon pink (min) 220

Red Fumes None
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Propellant Lot RDDSOKOnflRO7o Heat of Explosion, cal /pj
(15-8950) Ca.1C 750

Composition, % XK29 Expt 769.4
(with 0.08% carbon black Ref: NIL STD 2863 dated 1 Dec 1967 Method 802.1

added) '7( tCntn ~
NOTE: See table 4. From OFto 0 ?

Press, at 70OF pr -?.(P. %10F
2750 0.09

Tw ratureBurning 
rate values

C F l/sec In. /sec See/graiA

99 210 3.02 0419 46.7

_ _ - -31.7 -25 2.44 0.096 50.8

. ...... .

Lf ... .......

25.

.FT

00o5- 127

0.04'. ... .. ... L 10.

0.2-*. -7 5.



Pronellant Lot RDDSOKOOOR 71 Heat of Explosion, cal/pin
(IB-8951) Caic 750

Composition, % xq~g Expt 772. 5
(with 0.06% carbon black a~dded)R~f: NIL S77) 286B dated 1 Doc 1967, Method 802.1

NOTE: See table 4. From3 aFto F / rP% 0

Pres, t2750P/ 0p. 0

Burning rate values 270.0

To rtg.ss/e n./sec See/grain

99 210 2.84 0.112 49.6
-31.7 -25 2.34 0.092 60.4

115

0.8

0.0 15.

or.sre 1007 ps (9 k

............... . ........ ........... .,,.2



Pronellait Lot IB38952 Heat of Nxplosion, ca1/gm
Caic 750

Composition, % XM29 ExPt 7683S
(with 0.08% carbon black added) Reft MIL-STD-286B dated 1 Dec 1967, Method 802.1

i'o a~t Constint PO/r
Mix. No. I From OF to OF

NOTE: See table 4. Press, at 7OF p/ .,.f, %1
2750 0.07

Burning rate values

C *p r/sec In./sec Sec/grain

99 210 2.77 0.109 51.0
-31.7 -25 2.34 0.092 60.4

H 7TF-- 7'

.. ... ...

LL

0.6 15.

..Yt7 I .......~t. j'I 1.2
T. .1 ..._ . 1.27

0.4 3  27.6 ~~r.I+ * 0

64 
5.1.



Pronellant Lot IB-8952 Heat of Explosion. cdal/g5
Caic 750

C *osition, % XH29 Expt 770.3
(Kith 0.08% carbon black Ref: MIL-STD-286B dated 1 Dec 1967, Method -902.1

added) -If~o at Const3,nt p,/r
Mix No. 2. Fr'om OF to OF

NOTE: See table 4. Press, at 70OF -PF- %P-

Burning rate values

i~ 2r~ue m/set: In./sec Sec/grain

99 210 2.67 0.105 53.0
-31.7 -25 2.40.096 57.9a. ..7T17~ 508 .

0 . . .. .. .. .. T"2 0
1 . -'. - 1

0.8-

0.6->

L1 1 702

~~T r.4 I7

7 77

0.2-- ~

........... ! t - r
1 52

0.08,..... 270

1.2

Pressure, 100 pot (690 kPa)

Figure 8. Plots of burning rate values for lot IB-8952 -Mix 2
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Prooellant Lot IB-8952 Heat ofExlso.cdg
Calc 74moio.ca/

Composition, % UM9 Expt 771.0
(with 0.08% carbon black added) Ref: MIL-STD-286B dated 1 Dec 1967, Method 802.1

'W tCnsitP/
Mix No. 3 From OF to OF

Pres3. at 70OF po":r~ VO* '/F
NOTE: See table 4. 27S0 0.05

Burning rate values

!!2!r5ture
C F m/sec In./sec Sec/grain

99 210 2.72 0.107 52.0
-31.7 -25 2.44 0.096 57.9

2.{[{ - 50.8

0. . .... . t--- .-. -. 20.3 .

0.8 .. .1- ... *-. 20TF 1.2

00. m

o.6 - -7.....10.2 ~
. -~- * 12.7! 0

- ~--

.................. .......... .. .... ..... . ... 1025
0. _____________________ 20

m U:: -: 1.527: T ----- H
Prsue 10pi(60ka

Figure 9 ~ ~ ~ ~ ~ ..... .. fbrig rae vle o o l-8 -------

Wr- 0 2 :T .. ...33



Prooellant Lot IB-8252_ Heat of Explosion, c~d"gm
Caic 750

Composition, % Um ExPt 770.7
,(with 0.08% carbon black added) Ref: MIL-STD-286B dated 1 Doc 1967, Method 802.1

-WO at Constint p,/r
Mix No. 4 From OF to OF

NOTE: See table 4. Press, at 70OF' 10
2iV 0.08

Burning rate values

~Te ure_
C = z/see In./see Sec/grain

99 210 2.79 0.110 50.5
-31.7 -25 2.29 0.090 61.8

t-r
...B ... ... ... %5 .

... .. ......F

I LT 1 _L. 20-3

0.6V15.2

0.5f 7 -2
0.I.....T 10.2

0 7.6

0203

7T2..

0.O& -- ---. 5

_.0 0601.02

1 2 3 4 5 6 -1 8 10 20 30 ~ 10

Pressure, 100 Psi (690 kPA)

Figure 10. Plots of burning rate values for lot IB-8952 -Mix 4
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Propellant Lot I3-8952 Heat of Explosion, c~a/,gn
Calc 750

Composition, % XM29 Expt 77S.9
(with 0.0814 carbon black added) Ref: MIL-STD-286B dated 1 Doe 1967, Method 802.1

')fo at Constint P/r
Mix No. S From OF to OF

Press, at 70OF p/ -Kp, v/ 0 F
NOTE: See table 4. Brigatvlus 2750 0.04

Teperature
wc w /see In. /e Sec/grain

99 210 2.67 0.105 53
-31.7 -25 2.39 0.094 59

2. T I . - - . :::2L-z~::;:;50.8

. .... :i....

1.a ' 25.4

0.1.- . . ............... 220

_2.0

15.

0. A.- 1 -- < 12.52

0 j ---- - 7.

2 .. .. 5 1.0~ ~ 10
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Prooellant Lot lB-8952 Heat of Explosion, calfi4n
Calc 750

Compoition, % XH29 Expt 770.6
(with 0.08% carbon black added)Ref: MIL-STD-286B dated 1 Dec 1967, Method 802.1

Mix No. 6 From upto OF
Pr,-ss. at 70OF P/r -_(p, IA/0 F

NOTE: See table 4'. 219 0.07

T:!!Peat4;eBurning 
rate values

C F r/sec ln./sec Sec/grain

99 210 2.69 0.106 52.5
-31.7 -25 1.2Q 0.090 61.8

.. 7 7 0.

:J .. O .... .

,0 1~.fj~~i512

r 0

2.0

0.. 10

0. 2.035 8 020*

Pressure, 100 psi (690 kPa)

Figure 12. Plotsof burning rate values for lot IB-8952 - Mix 6
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PropelantHeat of Explosion. cal/inCalc 70.

Composition, % U -4ueSld Expt 40
(vtth4ftScxmb.b.ewk ad" Rdt: MIL-STD-26B dited 1 Doc1967, Method 802.1

-m e tbe4 Press, at 70OF *P/ p~. %10F
2750 t.

Burning rate values

I~!..I. /see in. /lc Sec/grain

99 210 2.79 0.110 50.5
-31.7 -25 2.39 0.094 59.1

2. 50.8

4R4

-74

. .. .... . ... ~. j.::.r . 25.5
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